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9051 – Medusa Superelastic Medium Duty Suction & Delivery Hose 

 
 

Technical Specifications 

Tube PVC - Abrasion & ozone resistant. Smooth bore. Superelastic. 

Cover Grey / blue helix PVC 

Reinforcement White shock resistant rigid PVC 

Temperature Range -20°C to +60°C 

Safety Factor 3 x Working pressure 

Application Medium duty Suction & Delivery of water, liquids, slurry, sand, gravel, etc 
 

Product Table 

ID  OD Working 
Pressure 

Burst 
Pressure 

Vacuum Bend Radius Weight Max Coil 

mm inch mm bar bar M.H2O mm kg/m Metres 
25 1’’ 35 6.7 20.1 9 115 0.48 30 
32 11/4’’ 42 5.7 17.1 9 130 0.58 30 
38 11/2’’ 49 5.3 15.9 9 140 0.67 30 
51 2’’ 65 5.0 15.0 9 200 0.98 30 
63 21/2’’ 78 4.7 14.1 9 275 1.35 30 
76 3’’ 92 4.3 12.9 9 310 1.70 30 
102 4’’ 120 4.0 12.0 8 410 2.60 30 
127 5’’ 145 3.3 9.9 7 520 3.65 30 
152 6’’ 171 3.3 9.9 7 610 5.10 30 
203 8’’ 231 1.5 4.5 6 815 7.85 10 
254 10’’ 282 1.3 3.9 8 1016 14.00 10 

 

For medium duty suction and delivery of water, 
salt, water, light chemicals, liquids, in agricultural 
and industrial applications, sewer purging, 
sludge, slurries, waste matter, sand and gravel, 
especially for use in cold climates 
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