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7654 – PVC 40 Bar Agricultural Spray and Delivery Hose 

 
 

Technical Specifications 

Tube Smooth flexible black PVC  

Cover Smooth flexible black PVC 

Reinforcement Polyester braid 

Temperature Range -15°C to + 60°C. 

Safety Factor 2 x Working pressure  

Application Spraying of herbicides, insecticides, and liquid fertilizers. Suitable for various chemicals. 
 

Product Table 

ID  OD Working 
Pressure 

Working  
Pressure 

Min Burst 
Pressure  

Bend Radius Weight Max Coil 

mm inch mm Psi bar Bar mm kg/m Metres 
8 5/16” 14.5 600 40 120 56 0.15 100 
10 3/8” 17 600 40 120 70 0.19 100 
12 1/2” 20 600 40 120 84 0.26 50 
19 3/4” 28 600 40 115 133 0.43 50 
25 1” 35 600 40 90 175 0.62 50 

 

This is an agricultural spray hose, designed for 
spraying of herbicides, insecticides, and liquid 
fertilizers. The tube of the hose is a smooth 
flexible black PVC, which has an outer smooth 
black PVC cover. The tubing is reinforced with a 
polyester braid and is suitable for temperature 
ranging from -15°C to + 60°C. 

This hose is also available in an 80 bar variant. 
Contact us for more details 

http://www.thehosemaster.co.uk/
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